
Amperemetre

BIQ bimetal current meter
BIQ bimetallic ammeter with drag indicator (maximum ammeter)
Bimetallic ammeter with red slave pointer for displaying the maximum value. The instrument is based on two bimetallic spirals working against 
each other - one current-controlled, the other temperature-compensating - and provides reliable measurements in the temperature range from -10°C 
to +55°C.
The thermally inert measuring mechanism displays the average effective value - short-term current peaks are suppressed. Ideal for monitoring the 
thermal load of cables, lines and transformers.
A sealable reset button allows the maximum value pointer to be manually reset to the current measured value.
Features:
• Accuracy class: 3
• Thermal delay: approx. 15 minutes
• Trailing pointer (maximum display) with reset button
• Connection via current transformer (secondary 1 A or 5 A)
• Overload resistance according to DIN 43780:
• Continuous: 1.2 × IN
• Short-term: 10 × IN for 1 second

Drawings and views

Dimensional drawing 1

Rear view

Wiring diagram 1

Types
Article no. Measuring range End of scale Description

70097-5945-9 0-5 5 BIQ96n 5/1A 15min AC
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Article no. Measuring range End of scale Description

70097-5973-9 0-5 5 BIQ96n 5/5A 15min AC

70097-6001-9 0-5 5 BIQ72n 5/1A 15min AC

70097-6029-9 0-5 5 BIQ72n 5/5A 15min AC

70097-5946-9 0-10 10 BIQ96n 10/1A 15min AC

70097-5974-9 0-10 10 BIQ96n 10/5A 15min AC

70097-6002-9 0-10 10 BIQ72n 10/1A 15min AC

70097-6030-9 0-10 10 BIQ72n 10/5A 15min AC

70097-5947-9 0-15 15 BIQ96n 15/1A 15min AC

70097-5975-9 0-15 15 BIQ96n 15/5A 15min AC

70097-6003-9 0-15 15 BIQ72n 15/1A 15min AC

70097-6031-9 0-15 15 BIQ72n 15/5A 15min AC

70097-5948-9 0-20 20 BIQ96n 20/1A 15min AC

70097-5976-9 0-20 20 BIQ96n 20/5A 15min AC

70097-6004-9 0-20 20 BIQ72n 20/1A 15min AC

70097-6032-9 0-20 20 BIQ72n 20/5A 15min AC

70097-5949-9 0-25 25 BIQ96n 25/1A 15min AC

70097-5977-9 0-25 25 BIQ96n 25/5A 15min AC

70097-6005-9 0-25 25 BIQ72n 25/1A 15min AC

70097-6033-9 0-25 25 BIQ72n 25/5A 15min AC

70097-5950-9 0-30 30 BIQ96n 30/1A 15min AC

70097-5978-9 0-30 30 BIQ96n 30/5A 15min AC

70097-6006-9 0-30 30 BIQ72n 30/1A 15min AC

70097-6034-9 0-30 30 BIQ72n 30/5A 15min AC

70097-5951-9 0-40 40 BIQ96n 40/1A 15min AC

70097-5979-9 0-40 40 BIQ96n 40/5A 15min AC

70097-6007-9 0-40 40 BIQ72n 40/1A 15min AC

70097-6035-9 0-40 40 BIQ72n 40/5A 15min AC

70097-5952-9 0-50 50 BIQ96n 50/1A 15min AC

70097-5980-9 0-50 50 BIQ96n 50/5A 15min AC

70097-6008-9 0-50 50 BIQ72n 50/1A 15min AC

70097-6036-9 0-50 50 BIQ72n 50/5A 15min AC

70097-5953-9 0-60 60 BIQ96n 60/1A 15min AC

70097-5981-9 0-60 60 BIQ96n 60/5A 15min AC

70097-6009-9 0-60 60 BIQ72n 60/1A 15min AC

70097-6037-9 0-60 60 BIQ72n 60/5A 15min AC

70097-5954-9 0-75 75 BIQ96n 75/1A 15min AC
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Article no. Measuring range End of scale Description

70097-5982-9 0-75 75 BIQ96n 75/5A 15min AC

70097-6010-9 0-75 75 BIQ72n 75/1A 15min AC

70097-6038-9 0-75 75 BIQ72n 75/5A 15min AC

70097-5955-9 0-100 100 BIQ96n 100/1A 15min AC

70097-5983-9 0-100 100 BIQ96n 100/5A 15min AC

70097-6011-9 0-100 100 BIQ72n 100/1A 15min AC

70097-6039-9 0-100 100 BIQ72n 100/5A 15min AC

70097-5956-9 0-125 125 BIQ96n 125/1A 15min AC

70097-5984-9 0-125 125 BIQ96n 125/5A 15min AC

70097-6012-9 0-125 125 BIQ72n 125/1A 15min AC

70097-6040-9 0-125 125 BIQ72n 125/5A 15min AC

70097-5957-9 0-150 150 BIQ96n 150/1A 15min AC

70097-5985-9 0-150 150 BIQ96n 150/5A 15min AC

70097-6013-9 0-150 150 BIQ72n 150/1A 15min AC

70097-6041-9 0-150 150 BIQ72n 150/5A 15min AC

70097-5958-9 0-200 200 BIQ96n 200/1A 15min AC

70097-5986-9 0-200 200 BIQ96n 200/5A 15min AC

70097-6014-9 0-200 200 BIQ72n 200/1A 15min AC

70097-6042-9 0-200 200 BIQ72n 200/5A 15min AC

70097-5959-9 0-250 250 BIQ96n 250/1A 15min AC

70097-5987-9 0-250 250 BIQ96n 250/5A 15min AC

70097-6015-9 0-250 250 BIQ72n 250/1A 15min AC

70097-6043-9 0-250 250 BIQ72n 250/5A 15min AC

70097-5960-9 0-300 300 BIQ96n 300/1A 15min AC

70097-5988-9 0-300 300 BIQ96n 300/5A 15min AC

70097-6016-9 0-300 300 BIQ72n 300/1A 15min AC

70097-6044-9 0-300 300 BIQ72n 300/5A 15min AC

70097-5961-9 0-400 400 BIQ96n 400/1A 15min AC

70097-5989-9 0-400 400 BIQ96n 400/5A 15min AC

70097-6017-9 0-400 400 BIQ72n 400/1A 15min AC

70097-6045-9 0-400 400 BIQ72n 400/5A 15min AC

70097-5962-9 0-500 500 BIQ96n 500/1A 15min AC

70097-5990-9 0-500 500 BIQ96n 500/5A 15min AC

70097-6018-9 0-500 500 BIQ72n 500/1A 15min AC

70097-6046-9 0-500 500 BIQ72n 500/5A 15min AC

70097-5963-9 0-600 600 BIQ96n 600/1A 15min AC
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Article no. Measuring range End of scale Description

70097-5991-9 0-600 600 BIQ96n 600/5A 15min AC

70097-6019-9 0-600 600 BIQ72n 600/1A 15min AC

70097-6047-9 0-600 600 BIQ72n 600/5A 15min AC

70097-5964-9 0-750 750 BIQ96n 750/1A 15min AC

70097-5992-9 0-750 750 BIQ96n 750/5A 15min AC

70097-6020-9 0-750 750 BIQ72n 750/1A 15min AC

70097-6048-9 0-750 750 BIQ72n 750/5A 15min AC

70097-5965-9 0-800 800 BIQ96n 800/1A 15min AC

70097-5993-9 0-800 800 BIQ96n 800/5A 15min AC

70097-6021-9 0-800 800 BIQ72n 800/1A 15min AC

70097-6049-9 0-800 800 BIQ72n 800/5A 15min AC

70097-5966-9 0-1000 1000 BIQ96n 1000/1A 15min AC

70097-5994-9 0-1000 1000 BIQ96n 1000/5A 15min AC

70097-6022-9 0-1000 1000 BIQ72n 1000/1A 15min AC

70097-6050-9 0-1000 1000 BIQ72n 1000/5A 15min AC

70097-5967-9 0-1200 1200 BIQ96n 1200/1A 15min AC

70097-5995-9 0-1200 1200 BIQ96n 1200/5A 15min AC

70097-6023-9 0-1200 1200 BIQ72n 1200/1A 15min AC

70097-6051-9 0-1200 1200 BIQ72n 1200/5A 15min AC

70097-5968-9 0-1500 1500 BIQ96n 1500/1A 15min AC

70097-5996-9 0-1500 1500 BIQ96n 1500/5A 15min AC

70097-6024-9 0-1500 1500 BIQ72n 1500/1A 15min AC

70097-6052-9 0-1500 1500 BIQ72n 1500/5A 15min AC

70097-5969-9 0-2000 2000 BIQ96n 2000/1A 15min AC

70097-5997-9 0-2000 2000 BIQ96n 2000/5A 15min AC

70097-6025-9 0-2000 2000 BIQ72n 2000/1A 15min AC

70097-6053-9 0-2000 2000 BIQ72n 2000/5A 15min AC

70097-5970-9 0-2500 2500 BIQ96n 2500/1A 15min AC

70097-5998-9 0-2500 2500 BIQ96n 2500/5A 15min AC

70097-6026-9 0-2500 2500 BIQ72n 2500/1A 15min AC

70097-6054-9 0-2500 2500 BIQ72n 2500/5A 15min AC

70097-5971-9 0-3000 3000 BIQ96n 3000/1A 15min AC

70097-5999-9 0-3000 3000 BIQ96n 3000/5A 15min AC

70097-6027-9 0-3000 3000 BIQ72n 3000/1A 15min AC

70097-6055-9 0-3000 3000 BIQ72n 3000/5A 15min AC

70097-5972-9 0-4000 4000 BIQ96n 4000/1A 15min AC
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Article no. Measuring range End of scale Description

70097-6000-9 0-4000 4000 BIQ96n 4000/5A 15min AC

70097-6028-9 0-4000 4000 BIQ72n 4000/1A 15min AC

70097-6056-9 0-4000 4000 BIQ72n 4000/5A 15min AC
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