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M3.96.2-145 F
The M3.96.2-145 F is a 5-digit display for measuring pulses using 
incremental encoders, NPN/PNP or Namur sensors and a visual limit 
value monitoring via the display. The configuration is done via 3 front 
keys or by means of an optional PC software. An analog output, 
RS232/RS485 interfaces, a frequency output and 2 switching points 
are optionally available. Selectable software functions and a direct limit 
value adjustment in the operating mode complete the device concept.

Technical data

Measuring input Impuls, Namur, 3-conductor PNP/NPN
Display digits 5
Digit height 14 mm
Width × height 96 x 24 mm
Pulse output No

Drawings and views

Dimensional drawing 1

Types
Article no. Power supply Description

70004-1665 40DC M3.96.2-145 F / 40DC 245 0 R D

70004-1631 240AC M3.96.2-145 F / 240AC 245 R2 R D

70004-1807 240AC M3.96.2-145 F / 240AC 245 0 R D

70004-1808 240AC M3.96.2-145 F / 240AC 245 AR2 R D

CELSA Messgeräte GmbH
Rheinfeldstraße 69
67354 Römerberg · Germany

Tel. +49 6232 66291-0
Fax +49 6232 66291-33
info@celsa.group · www.celsa.group

21/10/2026
1 / 1


